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MAIN PARTICULARS

Type:  ______________ General Cargo
Yard:  ______________ KTU Shipyard, Batam, Indonesia
Built:  ______________ 2023
Flag:  ______________ Antigua & Barbuda
Port of registry:  ______ St. John’s
IMO No: ____________ 9978901
Call sign:  ___________ V2RC4
Class:  _____________ RINA
P&I:  _______________ West England
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GENERAL DIMENSIONS

DWT:  _______________________4,400 mts
Design draft: ___________________ 5.18 m
TPC at max. draft: ___________12.79 mt/cm
GT/NT: ___________________ 2,987/1,415
LOA: _________________________ 93.50 m
LPP: _________________________ 91.70 m
Breadth moulded:  ______________ 14.40 m
Depth moulded: _________________ 7.10 m
Airdraft in ballast: ________________ 22 m

DECK STRENGTH

Tanktop:  ____________________15 mts/m2

Hatch Cover: __________________2 mts/m2

CONTAINER 

Container intake: _ 128 TEU max (20ʹ x 8ʹ x 8ʹ6ʹʹ)  
________________________in hold 80 TEU 
____________________ on hatches 48 TEU

HOLD PARTICULARS

Holds/hatches:  _______________________________ 1/1
Grain capacity:  _______________ 5,444 cbm / 192,253 cbft
Dimension of hold: ______ 61.60 x 11.80 x 7.49 m  (L x B x H)
Hatch cover:  __________________________pontoon type
Bulkheads:  ___________________ 2 moveable bulkheads
Ventilation: ______________________ 6 air changes/hour

MACHINERY

Main engine: ____________________ 1.176 kW at 395 rpm
Auxiliary generators: _____________________ 3 x 206 kW
Emergency generator: ________ 135 kW with harbour mode
Bow thruster: ______________________________ 215 kW
Propeller: _______________________________ fixed pitch
Speed/consumption: _______ (laden) 9.5 kn/4.8 mts per day 
________________________ (ballast) 10 kn/4.2 mts per day
Port consumption: ________________________abt 0.4 mts
Fuel grades:  _________MGO DMA < 0,1 % / ISO 8217:2018

Speed and consumption figures are “about” and calculated 
basis max Beaufort 3 / DSS 2, no adverse current, even keel 
and max seawater temperature of 26°C.

TANK CAPACITIES

MGO: ___________________________ 205 cbm  
_________________ (incl. day- and settling tanks)
Fresh water:  ______________________ 54 cbm
Ballast water:  ___________________ 2,100 cbm

All details are given “about”, wog and in  
good faith.
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